EprUsb / Lpc-32Usb

Programmer for EPROMS, parallels EEPROMS
And FLASHs on USB port

USER MANUAL

(Software version 2.10)

ENGLISH

User Manual version 2.10

RoHS .




Copyright :
Instructions for use, Copyright © 1996-2016 SEEIT.

SEEIT is a registered trademark.

SEEIT can be held responsible for no account for damages of whatever nature being able to result from the use
of devices. All rights reserved. Any reproduction, complete or partial, whatever process it is, of the software,
the time switch or the documentation is illicit, (law n°92-597 of 1* July 1992 modified by the law n°2014-315
of 11 March 2014, article 6). This illicit reproduction, whatever it is, would constitute an imitation punished by
the article L335-2 of the French intellectual property code.

Recycling of electronic products:

That equipment and its accessories shall be subject to a separate collection and correct disposal. This product
has been made in agreement with the standard RoHS to regulate the use of lead in electronic devices. When this
product will be obsolete, please, do not throw it to the household waste. According to the standard DEEE,
Please, throw it in a collecting point, at a waste reception centre. He can also be head back to the supplier for
the purchasing of a similar size and functions product. Please, do not throw the worn pile to the household
waste.

Item includes:

- Programmer

- USB cable A-B type.

- Software on CD-ROM in French / English / German / Dutch.
- User manual in English and French.

Introduction:

The EprUsb and Lpc-32Usb allows programming at the lowest cost a wide range of FLASH memories
(28Cxxx, 28FxxX, 29xxX, 37XxX, 39xxX, 49xxx) in DIP32 and PLCC32 boxes through these two supports
soldered on the printed circuit in standard version. It allows reprogramming, for example, the BIOS of
motherboards or flash memories for the production of prototypes. It supports standard components (5.0V) and
low-voltages (2.7V - 3.3V). The EprUsb and the Lpc-32Usb is protected against all inversely inserted
components and short-circuits. It is connected to the USB port of your PC and does not require any external
power supply. The software works under Windows 98/ME/2000/XP (32bits) for the release 1.7 and works
under Windows XP/VISTA/Win7 (64 bits) for the release 2.0.



Devices supported list by EprUsb and Lpc-32Usb (Version 2.10) :

IAMD Am27C64 Am27C128 Am27C256 Am27C512 Am27C010 Am27C020 Am27C040
Am28F256 Am28F512 Am28F010 Am28F020
Am29F010 Am29F010A Am29F010B Am29F040 Am29F040A Am29F040B
Am29LV010B Am29LV040B
IAtmel AT28C17 AT28C17E AT28C64B AT28C256 AT28C256E AT28C256F AT28HC256 AT28HC256E
AT28HC256F
CATALYST  CAT28F512 CAT28F5121 CAT28F010 CAT28F010I CAT28F020 CAT28F0201
FUJITSU MBM28F010
I1SSI 1S28F010 1S28F020
MITSUBISHI M5M28F101
PMC PM49FL002T  PM49FL0O04T  PM49FL008T
SST SST27SF256 SST27SF512 SST27SF010 SST27SF020 SST27VF256  SST27VF512  SST27VF010  SST27VF020
SST28LF040 SST28SF040 SST28SF040A  SST28VF040  SST28VF040A
SST37VF512  SST37VF010  SST37VF020  SST37VF040
SST39LF512 SST39LF010 SST39LF020 SST39LF040
SST39SF512 SST39SF512A  SST39SF010 SST39SF010A  SST39SF020 SST39SF020A  SST39SF040
SST39VF512  SST39VF010  SST39VF020  SST39VF040
SST49LF002 SST49LF002A  SST49LF002B  SST49LF020 SST49LF020A SST49LFO03A SST49LF003B  SST49LF030A
SST49LF004 SST49LFO04A  SST49LF004B  SST49LF040 SST49LF040A SST49LF040B  SST49LF008/A SST49LF080A
ST-Micro. M2764A M27C64A M27128A M27256 M27512 M27C1000 M27C1001 M27C2001
M27C4001 M27C801
M28F256 M28F512 M28F101 M28F201
M29F010B M29F040 M29F040B
SyncMOS $29C51001B S$29C51001T $29C51002B S29C51002T S$29C51004B S$29C51004T
Textas-Instr. TMS28F512 TMS28F010 TMS28F020
\Winbond W39V040A W39VO040FA  W39V040B W39V040FB W39Vv040C W39V040FC W39V080A W39V080FA
WA49F002 W49F002B WA49F002N W49F002U WA49F020
WA49F002 W49F002B W49F002N W49F002U W49F020
W49V002A W49V002FA  W49V002FP W49V002P W27E512
Xicor X2816A X2816B X2816C X28C16A X28C16B X28C16C X28HC16 X28C64
X28HC64 X28C256 X28HC256 X28VC256 X28C512 X28LC512 X28LC513 X28C010
XM28C010 XM28C020 XM28C040




To set up EprUsb software on your computer (Windows XP /7 /8.1 /10):

The software EprUsb for programmers EprUsb and Lpc-32Usb is provided on the CD-ROM. If you don’t have
a CD-ROM reader on your computer, you can download this software on our Website at the following address :
http://www.seeit.fr, menu « Download ». On Internet the software is compressed in ZIP file. Please unzip the
files in a directory on your computer before to run the software files.

Then, open the file « setup.exe » to install EprUsb 2.10 on your computer. If you get a message « Do you want
to allow the following program to make changes to this computer ? », click on « Yes » button. EprUsb install
begins.

Select your favorite language (French, English, German, Dutch), and click on « OK », then click on « Next ».
| = -

Select Setup Language

Select the language to use during the
installation:

| Engiish -

Choose the folder where you want EprUsb to be installed. The default folder is « C:\Program Files\EprUsb »,
then click on « Next » to accept this folder.

|a or -ovse: S

Select Destination Location
Where should FlashBios be installed? O SEEIT

| Setup will install FlashBios into the following folder.

To continue, dick Next. If you would like to select a different folder, dick Browse.

Browse.. ll

At least 25.0 MB of free disk space is required.

[ < Back ][ Mext = ][ Cancel ]

Choose the name of the folder for the start menu shortcuts. The default name is « EprUsb ». Click on « Next »
to accept this folder.

Select Start Menu Folder
Where should Setup place the program's shortcuts? [0 SEEIT

= i Setup will create the program's shortcuts in the following Start Menu folder.

To continue, dick Next. If you would like to select a different folder, dick Browse.

Flashfios] Browse... ll

[ Don't create a Start Menu folder

< Back ][ Mext = ][ Cancel




You can add additional shortcuts, « Create a desktop icon » on the desktop and « Create a Quick Launch icon »
at the bottom of the screen. Select your options and click on « Next ».

a the botiom of the screen. Select

Select Additional Tasks
WWhich additional tasks should be performed? [0 SEEIT

Select the additional tasks you would like Setup to perform while installing FlashBios,
then dick Next.

‘ Additional icons:
[] Create a desktop icon

[T create a Quick Launch icon

[ < Back ” Mext = ][ Cancel

You can now start the install by clicking on « Install ».

EprUsb software version 2.10 needs the module Microsoft visual C++ Runtime libraries to run. This module is
already installed on most of computers under Windows. If it is not already installed on your computer, the
software will install it automatically. If you get a message « Do you want to allow the following program to
make changes to this computer? », click on « Yes » button. Then click on « Install » and « Microsoft Visual
C++ Runtime libraries » install begins.

Follow the instructions to continue the installation: ]
% Microsoft Visual C++ 2010 186 Redistributable Setup o] @ ==

Welcome to Microsoft Visual C++ 2010 x86 Redistributable Setup
Please, accept the license terms to continue. w

MICROSOFT SOFTWARE LICENSE TERMS

MICROSOFT VISUAL C++ 2010 RUNTIME LIBRARIES -

[¥]1 have read and accept the license terms. @

[] ves, send information about my setup experiences to Microsoft Corparation.

For more information, read the Data Collection Policy.

Install ][ Cancel

EprUsb software version 2.10 needs JAVA system to run. JAVA system is already installed on most of
computers under Windows. If it is not already installed on your computer, the software will install
automatically JAVA. If you get a message « Do you want to allow the following program to make changes to
this computer? », click on « Yes » button. Click on « Install » button to start the install of Java.



Follow the instructions to continue the installation. It can last for a few minutes.

L

ORACLE

Welcome to Java™

Jawva provides safe and secure access to the world of amazing Jawva content.
From business solutions to helpful utilities and entertainment, Jawva makes
wyour internet experience come to life.

Mote: Mo personal information is gathered as pant of our install process.
Click here for more information on whatwe do collect.

Click Install to accept the license agreement and install Java now.

[ Change destination falder Cancel ] Install » ]

To finish, EprUsb install the 2 USB drivers. The installation can be different following the Windows system:

- Under Windows XP, drivers must be installed manually after the end of the installation of the software
and when you plug the programmer to USB computer port, (see details at the next section).

- Under Windows 7, the following windows appear twice on the screen: click on « Install ».
[=7] Windows Security @I

Would you like to install this device software?

MName: libusb-win32 libusb-win32 devices
J Publisher: USB\VID_03EB&PID_2FFD (libwdi autogenera...

[T] Always trust software from Install ] [ Don't Install
"USBEAVID_0SEBPID_2FFD (libwdi autogenera...”.

# You should only install driver software from publishers you trust. How can [ decide which device software is
safe to install?

- Under Windows 8.1 and 10, there is no message, drivers are installed directly.

To complete the installation, click on « Finish ».
55 seup- russios S| -

Completing the FlashBios Setup
Wizard

Setup has finished installing FlashBios on your computer. The
application may be launched by selecting the installed icons.

Click Finish to exit Setup.




How to set up USB drivers for Windows XP - 32bits: (This operation is twice asked)

After installing the software, plug the programmer on USB port of your computer.

Windows open automatically a new Windows for USB driver: « New hardware detected ».

Note : If Windows doesn’t open automatically this new window, go to « Control panel\System and
security\Devices manager », clic-right on «USB Device » with « ? » in yellow, and select « Update driver... ».

Windows ask you if you want to connect you at Windows Update to find an update. Select the button « No, not
this time », then click on « Next ».
Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windows will search for current and updated software by

looking on your computer, on the hardware installation CO, or on
the "Windows Update Web site (with your permission).

Bead our privacy policy

Can ‘Windaws connect to *Windows Update ta search for
software?

(O Yes, this time anly

() Wes, now and every time | connect a device

® :

Click Mext to continue.

l Mest » Jl Cancel ]

Windows ask you what do you want to do. Click on the button « Install from a list or specific location
(Advanced) », then click on « Next ».

Found New Hardware Wizard

Thiz wizard helpz you install software for:

FlashBios usb programmer

J'/} If your hardware came with an installation CD
~4 or floppy disk. insert it now.

‘What do you want the wizard to do?

(O Inztall the software automatically [Recommended)
(®install from & list or speciic jocation [&dvanced]

Click Mext to continue.

[ < Back “ Mest » ][ Cancel ]

Windows ask you to choose some options to search and install the driver. Click on the button « Search for
driver software in this location: ». In order to indicate the access path of the file EprUsb, click on « Browse »,
and go to the folder: « C:\Program Files\EprUsb\driver », then click on « Next ».

* Rechercher le meilleur pilote dans ces emplacements.

Utilizez les cases & cocher ci-dessous pour limiter ou étendre la recherche par défaut qui
inclut les cheming d'accés locaus et les médias amaovibles. Le meilleur pilate trouvé sera
installé.

™ Rechercher dans les médias amovibles (dizquette, CO-ROM...]

% Inclure cet emplacement dans la recherche :

| C:'\Program Files'FlashBios\driver ;I Parcouri I

" Me pas rechercher. Je vais choisir le pilote & installer,

Choisiszez cette option pour sélectionner le pilote de périphérique & partir de la liste.
‘Windows ne garantit pas que le pilate sélectionné sera le plus performant pour votre
périphérique.

< Précédent Suivant » Anriuler |

After installing the driver, click on « Finish ».




EprUsb software procedure:

About the green LED:

When the green LED is switch off, the programmer is waiting.

When the green LED is switch on, the programmer is running.

The time to program a component can be 15 seconds to 10 minutes, it depends the size of the memory.

Insertion and extraction of a component:

It is preferable to insert the component on its support only after starting the software and selecting a component
from the list. Similarly, you must extract your component before quitting the software or changing the
component reference in the list.

The components have an insertion direction, although the programmer is protected against short circuits and
insertions errors, you could damage your components if you do not use it the right way. On the EprUsb, Pin 1 is
marked with a "1" marked on the printed circuit board, either for socket DIP32 or PLCC32.

On the Lpc-32Usb, pin 1 is marked with a design on the box for the socket ZIF32 and an up arrow for socket
PLCC32. On the component, the pin « 1 » is marked either by a by a point on the PLCC32 components, or by a
notch on top of the component.

To extract a component from the DIP32 socket without damaging it, it is best to use a flat screwdriver of 3mm
width. Slide the flat of the screwdriver under the top of the component and lever slightly. Place the screwdriver
in the same way under the bottom and lever slightly. The component must be extracted gently. (If you use the
Lpc-32Usb, simply raise the lever of the ZIF32 socket to extract the component).

To extract a component from the PLCC32 without damaging it, it is best to use a small flat screwdriver of 1
mm width. Slide the flat of the screwdriver under the square component from one of the corners of the support
and apply a slight leverage. Place the screwdriver in the same way under the opposite corner and apply a slight
leverage. The component must be extracted gently.

Selecting a component in the list:

Use the "Component \ Select” menu.

Open the different sub menus, (the components are sorted by brand and by type).

Then highlight a component and click on "Select this component.”

The programming algorithm of this type of component is then loaded into the programmer.
Then insert the component on the support.

Loading a file:
The menu « File\Load » allows loading a source file in the window of the tab « Program0 » before going ahead

with a programming. This window is called the « Buffer Program ». It serves as the intermediary between the
loading of the file’s source code into the software, and from the software to the component that has to be
programmed.

Note: you cannot upload a file if you have not previously selected a component using the "Component \ Select"
menu (to configure the interface depending of the selected component).

When you use the « File\Load », if the file that you wish to load does not appear in the window « Load », select
« All files » in the menu « File Type » in the bottom of the window. After selecting the file, click on « Open ».
If the file loaded into the buffer is of a size that does not correspond to the type of component selected, a
warning message will be displayed on the screen. If the file loaded is of a larger size, it will be truncated. If the
file is of a smaller size, the remaining space of the buffer shall be loaded with the value OxXFF. Normally, the
size of the file loaded must correspond to the size of the component.



The two buffers « Program0 » and « Program1»:

You can use indifferently one or other of the two tabs for loading a file on the screen. These two tabs «
ProgramO » and « Program1 » are provided so that one may compare if required two files side by side through
the menu « Edit\Compare ». For example, you can select the buffer « Program0 » for loading your source code
on the screen. You may then program your component. Then you load the buffer « Program1 » for reading your
component. You can then compare the two buffers.

Reading a component:

The menu «Component \ Read" allows you to transfer the contents of the memory set on the programmer
socket in the buffer (or Programme0 or program1). Once scanning is complete, it is then possible to view the
entire device memory using the vertical slider to the right of the screen.

If after this reading you see only "FF" on the screen, either your component is blank, or you did not correctly
insert the component on the socket (lower the lever on the Lpc-32Usb).

If after this reading you see only "00" on the screen either your component is faulty or inserted the wrong way,
or there is a problem with the programmer.

Virginity test:
If you are not sure that your component is devoid of any program, first use the "Component \ Virginity test"
menu. A blank memory will show "FF" when reading the screen.

Programming a component:

This menu will transfer the contents of the selected Buffer "Program0" or "Programl1" in the component. Start
programming a component using the "Component \ Program™ menu. The "Component \ Tester - Programmer"
menu adds a virginity test of the component before launching the programming. In this case, if the component
is not blank, the program will not occur.

Verification of the correct programming of a component:

Check the programming of your component using the menu "Component \ Verify".

This function will compare the contents of the memory set on the programmer socket and the contents of Buffer
ProgrammeO0 or Buffer program1.

Erasing a component:

The menu « Component\Erase » is sometimes unavailable. This signifies that the component cannot be erased.
The EPROMs of type 27Cxxx can be erased only by using an LER-121A eraser based on UV.

The parallel EEPROMSs of type 28Cxxx and 29Cxxx are reprogrammable directly without first erasing them.
The FLASHSs of type 28Fxxx, 29Fxxx, 39FxxXx, 49Fxxx can be erased electrically using the menu « Component\Erase ».
Note: the menu « Erase » is not available for EPROMs 27Cxxx, you need an Eprom-Eraser like LER-121A.

Comparisons of two components or two files:
You can compare two files from your hard drive or two memories (same references) or a hard disk file with a
memory on the socket. For that you need to use the two tabs "Program0" and "Program1".

To compare two components:

- Put the first component on the socket.

- Select the "Program0" tab.

- Read using the "Component \ Read» menu

- Put the second component on the socket.

- Select the "Programl” tab.

- Read using the "Component \ Read" menu.

- Select the "Edit \ Compare” to see if there are different bytes between buffers "Program0" and

"Program1”.

If the software finds a difference, the cursor will stop at the byte which is different between the two buffers.
Play around with the "ProgramQ™ and "Program1™ tab to see this difference. To continue the comparison, press
the "F6" to go to the next difference.




Other functions in the Edit menu:

This menu allows you to perform Cut, Copy, Paste and uses your buffers "Program0" and "Program1” as if it

were a word processing software. This allows changing your program Hex (center screen) or ASCII (right
screen).

It is also possible to search a hex code from the "Edit \ Search™ menu. Press the "F3" key to switch to the next.
It is also possible to fill an area of the buffer with a precise value using the "Edit \ Fill" menu.










