RJ45 NETWORK CABLE TESTER WITH 4 REMOTES

Introduction:

The New Digital WiFi Detector can work to detect existed wireless APs and express the signal level with beep sound,

and also provides the user with a clear description of each wireless access point on a site, including SSID, Chanel,
Security and Signal Strength. With varied of the detecting function, it can help user connecting to IEEE 802.11 b/g devices,
and prevent conflicts of Internet access over wireless points. It is truly an excellent tool for both installers and owners

of wireless networks.

Features:

Split tests cable length: Min. 1.2M (about 4 ft.) Max. 150M (about 492 ft.).
Can identify the following faults: open, short, crossed, reversed, and split.
Can identify up to 4 different cables on the other end by using 4 provided remote identifiers.
Simple and effective use.

Alarge display LED and 4 wire LEDs clearly display the fault status.
Testing main unit interface: RJ-45 x1, BNC x 1.

Remote unit interface: RJ-45+BNC.

Office ID: Yes.

Remote test: results display on the master unit.

Faults display: alphanumeric LED faults display.

Faults detection: open, short, reversed, cross, split.

Low battery indicator: Yes.

Hardware & Electrical specifications:

Dimensions main unit: 105 x 72 x 35mm, Weight : 140g
Dimensions remotes : 67 x 30 x 25mm, Weight : 35%
Dimensions package : 165 x 145 x 60mm, Weight : 535¢
Need an alkaline 9V battery type 6F22 (not include).

Item includes:

A master box (equipped with RJ45 and BNC connectorsg.
4 remotes box (equipped with RJ45 an BNC connectors).
An adapter RJ45 female - RJ45 female.

An adapter BNC male - BNC male.

An RJ45 male - RJ45 male adapter cable.

An BNC male - BNC male adapter cable.

A protective carrying case.
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